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We present a numerical model of fractal-structured aggregates in low-Reynolds-number
flows. Assuming that aggregates are made of cubic particles, we first use a boundary inte-
gral method to compute the stresses acting on the boundary of the aggregates. From these
external stresses, we compute the stresses within the aggregates to gain insights on their
breakup, or disaggregation. We focus on systems in which aggregates are either settling
under gravity or subjected to a background shear flow and study two types of aggregates,
one with fractal dimension slightly less than two and one with fractal dimension slightly
above two. We partition the aggregates into multiple shells based on the distance between
the individual cubes in the aggregates and their center of mass and observe the distribution
of internal stresses in each shell. Our findings indicate that large stresses are least likely
to occur near the far edges of the aggregates. We also find that, for settling aggregates,
the maximum internal stress scales as about 7.5% of the ratio of an aggregate’s apparent
weight to the area of the thinnest connection, here a single square. For aggregates exposed
to a shear flow, we find that the maximum internal stress scales roughly quadratically with
the aggregate radius. In addition, after breaking aggregates at the face with the maximum
internal stress, we compute the mass distribution of subaggregates and observe significant
differences between the settling and shear setups for the two types of aggregates, with the
low-fractal-dimension aggregates being more likely to split approximately evenly. Infor-
mation obtained by our numerical model can be used to develop more refined dynamical
models that incorporate disaggregation.

DOI: 10.1103/h4h7-rfbl

I. INTRODUCTION

Near the ocean surface, microorganisms and other particulates tend to cluster into fractal
structures as they come into contact with each other [1]. The resulting marine aggregates play an
important role in the oceanic carbon cycle [2]. A similar aggregation and transport mechanism may
also be applicable to model microplastics in the ocean, which is a major environmental concern [3].
Aggregates initially grow over time and the mechanisms that lead to their formation through random
encounters have been studied extensively [4—6]. However, it is well known that aggregates may also
break up, either as they settle under gravity or because of stresses induced by some background
flow [7]. A full characterization of the rupture dynamics of aggregates (i.e., disaggregation) is often
lacking in numerical models of aggregate dynamics and forms the subject of this paper.

Recently, there have been renewed efforts to characterize the equilibrium size of aggregates
immersed in some background flow, both in experimental settings [8—10] and in simulations [11,12].
For instance, De La Rosa et al. [8] conducted experiments to study the fragmentation of aggregates
made of magnetic particles in high-Reynolds-number turbulent von Karman flows. The authors
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found that given the intensity of turbulence and the cohesive forces and shapes of the individual
particles, one can predict the average size of aggregates exposed to turbulent flows. Dizaji et al.
[13] performed a computational study of a turbulent aggregation process to give insights on the
collision and breakup mechanisms of fractal aggregates immersed in a shear flow. Their study
revealed that in this setting, colliding aggregate pairs may break up, bounce, or merge, depending on
certain physical parameters, such as the adhesion coefficient. Zhao et al. [12] developed numerical
simulations to analyze the flocculation dynamics of aggregates exposed to turbulent shear. They
investigated the influence of the shear rate on aggregate size, and identified what they refer to as
“optimal shear rate,” which is sufficiently large to increase particle concentration, thus promoting
aggregate growth, but not so large as to cause breakup. These studies focused on the impact of strong
turbulence acting on large aggregates and the resulting equilibrium aggregate size. In contrast, we
consider here aggregates in low-Reynolds-number flows in the early stages of disaggregation and
focus on where breakup may occur.

While there has been significant progress on aggregate modeling in recent years, most numerical
models have yet to capture the dynamics of disaggregation in a manner that can be readily
incorporated into stochastic particulate models. Traditionally, disaggregation has been modeled
by including a given probability that aggregates might break once they reach a predetermined
critical size [14]. In this so-called reversible aggregation approach, aggregates are usually set to
break at random locations, regardless of their structure or of the conditions they are exposed to. To
investigate possible breakup mechanisms, Zaccone et al. [15] studied aggregates in the intermediate-
Reynolds-number regime and focused on the rupture of compact colloidal aggregates via crack
propagation, a mechanism that resembles the fracturing of brittle solid materials. Their model
successfully accounts for the scaling size of colloidal aggregates under an applied hydrodynamic
stress. However, its applicability is limited to systems consisting of compact aggregates with fractal
dimensions close to three. To overcome some of those limitations, Gastaldi and Vanni [16] proposed
a model to characterize the distribution of internal stresses in fractal aggregates based on the method
of reflections [17]. In this study, aggregates were made of spheres and settled under the effect of a
constant force in an unbounded fluid at rest. The Stokes equations were approximately solved to
compute the flow velocity and extract the drag force acting on each sphere. These quantities were
then used to characterize internal stresses within the aggregates. In the sample results of computed
internal stresses provided, larger internal stresses were systematically found to arise close to the
center of the aggregates whereas particles near the edges were observed to experience significantly
smaller internal stresses. While this approach gives accurate results for low-density aggregates,
providing a good comparison point for some of our results, no background flows were considered,
and the assumption of widely separated particles reduces the accuracy of the method when applied
to aggregates in which particles with high coordination number [18] are present. The method
we present here accurately accounts for the presence of neighboring particles and so relaxes this
assumption.

We study here aggregates in low-Reynolds-number flows and present a boundary-integral formu-
lation of the Stokes equations [19] that allows us to characterize the external and internal stresses
felt by aggregates subjected to either a gravitational force causing them to settle or a background
shear flow. We study how the internal stresses are distributed within aggregates of two different
fractal dimensions and characterize how different conditions might affect the rupture of aggregates.
Moreover, we quantify the magnitude of the largest internal stresses as a function of either the
aggregate’s apparent weight [20] or the background shear rate.

The rest of this paper is organized as follows. In Sec. II, we give the details of the boundary-
integral formulation used to compute the stresses on and within aggregates in Stokes flow and
explain how we characterize the distribution of internal stresses within an aggregate. In Sec. III,
we present simulation results for aggregates subject either to a constant force or to a shear flow. We
compute the distribution of internal stresses, the scaling of the maximum internal stress, and the
relative sizes of aggregates formed after a single breakup event. Finally, we discuss our results and
draw conclusions in Sec. IV.

074304-2



INTERNAL STRESSES IN LOW-REYNOLDS-NUMBER ...

(@) )

dr 23 d~ 1.8

FIG. 1. (a) Typical aggregate formed via IAA routine; (b) typical aggregate formed via CCA routine. In
both cases, aggregates are made of 100 cubes. IAA-type aggregates are generally more compact than CCA-type
aggregates, as quantified by their fractal dimension d listed under each aggregate.

II. METHODS

A. Types of aggregates considered

Marine aggregates exhibit a wide range of fractal structures, characterized by their fractal
dimension d [21]. This quantity is typically defined from the relation M ~ (Ry/L)?, where M is
the number of particles with length scale L that constitute an aggregate enclosed within a sphere
of radius Ry. Direct observations of these aggregates in the ocean have reported values of d
approximately ranging from 1.3 to 2.5, largely depending on their formation mechanisms [1,22].
In this work, we consider two models of marine aggregates obtained from the well-established
numerical framework of diffusion-limited aggregation (DLA) [23]. To study aggregates of different
fractal dimensions [22] we use two different DLA-based routines to build aggregates: individually
added aggregation (IAA, also known as particle-cluster aggregation) with typical fractal dimension
d = 2.3, and cluster-to-cluster Aggregation (CCA) with typical fractal dimension d ~ 1.8.

Our aggregates are built from solid cubic particles on a three-dimensional regular grid, closely
following Yoo et al. 2020 [24]. To form TAA-type aggregates made of M cubes, we initiate the
system with a single cube, which we refer to as the base aggregate, centered at the origin of a
periodic box. We then introduce a second cube at a random location within the box, excluding the
cells adjacent to the base aggregate. The second cube undergoes an unbiased random walk, and once
it arrives at a location within a predefined distance threshold from the base aggregate, it attaches to
one of the base aggregate’s faces and stops moving. The next cube is then introduced, and the
procedure is repeated until all M cubes have merged with the base aggregate. To form CCA-type
aggregates, we instead initiate the system by placing all M cubes in nonadjacent locations within a
periodic box. Then, we let all cubes simultaneously undergo an unbiased periodic random walk. If at
any point two cubes are within a predefined distance threshold of each other, then two of their faces
attach and the attached cubes continue undergoing a random walk as a cluster. This procedure is
repeated until all M cubes have merged into a single aggregate. The unbiased nature of the random
walks employed in our aggregation routines results in isotropic aggregates, as no preferential
direction of motion is given [6]. To obtain statistically reliable results, for each formation routine
and each number of cubes considered (M = 25, 50, 100, 150, 200), we generate 400 different
aggregates. In Fig. 1, we display typical aggregates formed by these routines. As the values of d
indicate, an IAA-type aggregate is more compact whereas a CCA-type aggregate is more wispy.
Since our focus is on characterizing the stresses felt by aggregates, we note that one of the main
advantages of building aggregates from solid cubes is that we consider stresses on simple squares
and avoid scenarios in which particles are in contact at a single point rather than over a region of
nonzero area, that may occur when other shapes (e.g., spheres) are used.

In this paper, we assume that aggregates are made of cubes with side-length 2L = 2 um, which
approximately corresponds to the diameter of small individual phytoplankton cells [25] and some
clay particles [26]. We consider aggregates made of a few hundred particles, corresponding to some
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of the smallest aggregates typically found in the ocean [22]. In this work we study the breakup
dynamics of aggregates either as (1) they settle toward the ocean floor under the influence of
gravity, or (2) they are exposed to a laminar shear flow. We first compute the relevant Reynolds
numbers for aggregates of this size in each case. For settling aggregates, we extend the Stokes
formulation for the settling speed of a single sphere [24] to fractal aggregates, by approximating
an aggregate’s settling speed as Uygy = g(0age — ,o)Ragg /. Here g = 9.81 m/s? is the magnitude
of the acceleration due to gravity, R, = 50 um is the largest radius of aggregates considered in
this work, s = 1.2 x 1073 kg/m - s is the dynamic viscosity of water, and the term Pagg — P 18
the excess density between the density of an aggregate, .4, and that of the surrounding fluid,
p = 1020kg/m?>. Given that marine aggregates have typical porosity of the order of 99% [22],
we select an excess density of 0.1kg/m3, and use the aforementioned parameters to obtain a
characteristic settling speed of Uyge = 2 x 107°m/s for the aggregates considered in this work.
This yields a settling Reynolds number of Regey = UaggRagep/ 1t ~ 9 X 1073, Then, to compute
the Reynolds number of aggregates exposed to a laminar shear flow, we first note that shear rates
typically found in the ocean range from roughly 10~ s~ to roughly 300 s~! [27]. We thus estimate
a shear rate y, = 10s~!, which yields a shear Reynolds number of Regye,r = )'/tRiggp /=~ 0.02.
For both cases, we can then neglect inertial effects in the description of the flow around aggregates
and model the relevant dynamics simply using the Stokes equations. These equations can be solved
quickly and accurately by computing surface stresses via a boundary-integral approach [19], as
discussed in detail in Sec. II B.

B. Computation of external stresses

The Stokes equations governing the flow in the limit of small Reynolds numbers are
Vil =0, —VPi+ puV3iig =0, )

where i represents the fluid’s velocity and Py is the dynamic pressure, defined at a point ¥, in the
fluid as Py(%,) = P(%,) + pg - X, where g is the gravitational acceleration. In this work, we assume
that both the density, p, and the viscosity, u, are constant.

To compute the fluid velocity on and around an aggregate in a generic background flow, i, we
introduce a disturbance flow, caused by the presence of the solid object and define its velocity as
i = Wy — u™. Here ii® represents the fluid’s velocity in absence of the object and is assumed
to satisfy the Stokes equations. As a consequence of the linearity of this system of equations, the
disturbance velocity # also satisfies the Stokes equations. Because it also decays to zero away from
the object, we may write the disturbance velocity at any point Xy that is external to the surface S of
the object using boundary integrals as [19]

1 - = 1 =
U(xXo) = ——/f(?c)-G()?, X)dS(¥) + —/ﬁ()?) T (X, Xo) - ndS(X), (2)
87T,I,L K 8w K
where
) i 2 w2 N O
G = [—1— + (x jco)(ic SXO) PR = _6()C Xo)(jc fo)s(x Xo) 3)
X — Xoll X — Xoll X —Xoll

are the so-called single- and double-layer potentials, respectively. Here I is a three-dimensional
identity matrix, 7 is a unit normal to the surface S oriented to point outward, and the norms are
Euclidean norms. Note that Eq. (2) is also applicable at points that are within or on the surface S.
The vector f is often referred to as a density function, but in this paper we will take advantage of its
physical interpretation and refer to it as the stress vector associated to the disturbance flow. We are
interested in determining the stress vector on the aggregate surface, fmt, which can be obtained from

the disturbance stress through fmt = f + f where the contribution to the stress from the flow at
infinity can be computed by dotting the stress tensor of the flow at infinity with the unit normal:
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fo" = (=IP>® + %[Vu"O + (Vu>®)']) - f1, where P is the pressure field associated to the flow at
infinity.

To solve Eq. (2) for the stress vector f , we build on the approach of Yoo ef al. [24], where a
novel boundary-integral implementation was first introduced to compute the external stresses felt by
low-Reynolds-number aggregates moving with a known translational and angular velocity through
a fluid. Here we instead assume that a given external force and torque are acting on aggregates in the
presence of a background flow. By using a boundary-integral formulation, we then determine the
aggregates’ translational and angular velocity as well as the external stresses felt by the aggregates.

For ease of notation, in what follows, we will assume that the center of mass of the aggregate is at
the origin. Taking advantage of the no-slip boundary condition on the surface of the solid aggregate,
we require that the total velocity of the fluid at any point X; on the boundary of the aggregate satisfies
rigid-body motion,

fror (%) = V 4 @ x X, 4)

or, equivalently, i(X;) = V + Q x X — i®(%,). Here, V and € are the unknown translational and
angular velocity of the aggregate, respectively. To evaluate Eq. (2) in the limit of an external point
Xo approaching the surface S, we make use of the known theoretical result [19],

Tim [ - T(% %) - adS(F) = 4mii(%,) + f (%) - TR, %) - 1dS(3), (5)
Xo—Xs Jg N

where the limit is taken from outside S and the integral on the right-hand side should be interpreted
in the principal value sense. We thus find

1 - = 1 1 =
UXs) = —o— /f(fc) - G(X, X)dS(X) + Su(xs) + o= / U(x) - T(x, %) -ndS(x).  (6)
87T[L s 2 87 S
Finally, plugging in @(%) = V + Q x X, — (%) into Eq. (6), and using the identities [19],
/V TR, 7 - dSE) = —4nV, /(fz X %) TR %) -dSE) = —4nQ x %, (7)
s

S

yields, after simplifications,

Lo 1 > = 1 1 =
V4+QxX+ — /f@) G(X, X)dS(X) = Su™ (%) — — / i) - T(X,%) - 2dS(X),
87'[/1, s 2 8 s
®)

which is a representation formula valid on the surface of solid objects that accounts for the presence
of a background flow #*°. We also note that the identities (7) apply to points on the surface of solid
objects, and that the simplification used in Ref. [24], which claims the right-hand side of Eq. (8) is
identically zero, is only applicable when #* is itself a rigid-body motion [19].

In addition to the velocity on the surface, we need additional equations to determine the unknown
velocity V and angular velocity €2. To this end, we assume that known external force and torque are
imposed on the aggregate. Since all forces must be in equilibrium in inertia-free regimes, we relate

the total force, Fmt, and torque, th, to the stress vector, ﬁot, as follows:

fs Fo(®dSF) = F, f % X fin@dSE) = Qo 9)

N

To isolate the disturbance stress f , we rewrite those equations as

/ FEASE) = Fo — / FR@dSE) = F, / % x J@®dSE) = Gx — f % x F@ASE) = 0.
S S S S
(10)
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FIG. 2. Graphic of how we characterize a given fractal aggregate. Here S is the surface of the aggregate, X
is a point on the surface of the object, and the vector 7 is the outward unit normal to the surface.

Combining Eqs. (8) and (10) yields the following linear system:

N o 1 S = 1 1
I S / F) - GG 2)ASE) = ~0°(F,) — — / PR - T %) - 1 dSE),
8t Jg 2 8 Js
/ FEdsE = F,
S

/ ¥ x f(R)dSE) = 0. 11
s
In what follows, we will assume that the stress f is constant over each square face, and that the
point X, is always located at the center of a square face. We provide a simple graphic of how we
characterize an aggregate in Fig. 2.

To discretize the linear system (11), we introduce the index k =1, .. ., Nf(em, where Nf(em is the
number of external faces in the aggregate. We also introduce another index i =1, ... ,Nf(e’“) that
will go over every external square face of the aggregate as the single- and double-layer integrals are

. N{ex()
computed over the entire boundary S = ) .1, S;. Recall that we evaluate Eq. (8) at the center of
every square face, X, x, as we vary k to cover every external face one at a time. For a given k, we
obtain

N(exl) N(cxl)

L l = [ =_. 1 o . N VS
V + Q X .xs,k + % ; ﬁ . /Si G(x,.xs’k)dSi = Euoo(xs,k) — g ; /Si uoo(x) . T(xy -xs,k) . nidSia

Nf(exl)

> finA=F,

i=1

N;exl)
Y fixxiaA =0, (12)

i=1

where AA is the area of a square face. Once fully discretized, we obtain a dense linear system of
size 3(Nf(e’“) +2) x 3(Nf(e’“) + 2), that can compactly be written as

= -
’

Ap = 13)
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x m

FIG. 3. Graphic of how we map a given face S; of a cube in an aggregate to the square S. The red dots
located on S represent the evaluation points of our discretization, for the case in which we were to use only two
points in each direction to implement the midpoint rule.

where
J5, G&.%.)dS) I O&EdS: e [y GEEDS e I 1)
= = f = =
fsl G(X, X52)dS) fsz G(X, X52)dS> Js (ext) G(X, X5.2)dS, (ex0) b [Xs21x
Nf f
A_z =_q: =_“: S U q: ’(14)
fS] G, xsyN‘(_exl))dSl sz G(%, stN‘EexU )dS, ce ‘[SN(exl) G(%, XSVNt(.exl))dSN‘(.exl) INt(exl) [XS.N:.EX‘)]X
£
LAA hAA e I e AA 0 0
;
| Foilx [F.2lx . N1 0 0 |
fi (DL),
5= | Fow |, B=|OL) o |.
é .N;/ ol b e (15)
5] 0
Here, we defined the cross-product operator acting on a vector 7 = [z1, z2, 23] as
0 -3
EFlx=1| z3 0 —zi |, (16)
-2 2 0

and

N
| 1 N ex
(DL)e = 57 (i) = o ;/S A°F) - TR, %op) - adS; for k=1,...,N®.  (17)
The single-layer integrals are solved analytically as in Ref. [24], while the double-layer integrals
that appear in (DL); are solved numerically, by first mapping the square S; to the square S =
{0, m,m3) : —L<m <L, =L <mp <L, n3 =0}, oriented in the positive vertical direction,
see Fig. 3. To perform the mapping, we construct a linear operator R such that

ii=RE—3%,), Ra=k, (18)

where X ; is the center of S;, 71 is the outward unit normal to S;, and k= [0, 0, 177 is the unit normal
vector in the positive vertical direction. After the mapping, the double-layer integral becomes

/ PR 4+ %) - TRTT + %, %) - KRS, (19)
S

as the Jacobian of the transformation is unity. Then, we evaluate Eq. (19) using the midpoint rule,
discretizing S using an even number of points in each direction to avoid evaluation at the singularity.
This allows us to fill the first block of the right-hand side of Eq. (13).
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The second and third blocks on the right-hand side are filled out by the user-input vectors F and
O for the external disturbance force and torque, respectively. Note that solving this system yields
the translational and angular velocities of the aggregate, V and €2, respectively, and the stresses ﬁ
felt by the aggregate on its external faces. We solve Eq. (13) by Gaussian elimination as performed
in Matlab. This system has multiple solutions because a constant pressure, acting in the normal
direction, may be added to all external stresses ﬁ We select the least-squares solution to obtain
a unique solution, which corresponds to setting the pressure to zero. While Gaussian elimination
is in general not the most efficient method to solve a large linear system, it was found that, for
the typical sizes of aggregate considered in our study, this did not cause any significant additional
computational cost. Once the stresses fk and velocities V and €2 are obtained, Eq. (2) may be used
to compute the velocity anywhere outside the object. A similar method was applied for a constant
external flow in Ref. [24] and the resulting streamlines were visualized in their Fig. 5.

C. Cases considered

Ultimately, we aim to characterize the internal stresses induced on the aggregates either by the
action of some external force or by some background flow. To this end, we study the following two
cases: .

(1) Settling in a fluid at rest (settling case): > (X) = 0, [ = 0, Fioy = (agg — P)EMYV,
Qlot = 6; .

(2) Force-free shear flow (shear case): ii°(¥) = 4, 0,017, f®®) = Luyplny, ny, 01, Fo =
6, Q[m = 6, where n, and n, are the x and y components of the unit normal to the surface of interest,
respectively.

In the settling case, we impose an external force Fi, given by the apparent weight of the aggregate
and therefore proportional to the number of cubes constituting a given aggregate, M, while we set
the background flow ii*°(X), the background stress f *°(X), and the external torque Ot to zero. Here,
p is the density of the fluid, o, is the density of the aggregate, g is the acceleration due to gravity,
and V is the volume of a single cube in the aggregate. In the shear case, we impose a canonical
laminar shear flow [7] in the horizontal direction with shear rate y, and constant associated stress.
For this case, we set both the external force Ftot and torque Qtot to zero, and assume that the center
of mass of the aggregate is located at the origin.

We remark that in both of those cases, the disturbance force and torque are actually equal to the
total force and torque. Moreover, because the system is linear, all computed stresses are proportional
to either the imposed force or the shear rate. In the shear case, stresses are also proportional to the
viscosity, while in the settling case the viscosity is inversely proportional to the velocity and angular
velocity but does not affect the computed stresses. We provide a detailed description of how we
compute the internal stresses in aggregates in Sec. II D, and of how we characterize them in both
the settling and shear cases in Sec. II E.

D. Computation of internal stresses

In this work, we assume that the aggregate consists of cubes of constant density, and the only
force other than zero that we consider is that of gravity. Thus, to compute the internal stresses, f (int)_
we assume that the total force acting on the aggregate is equally distributed across all its constituting
cubes. Therefore, the sum of the stresses over all the faces of a cube times their area equals the total
force acting on the aggregate, Fiy(, divided by the number of cubes in the aggregate, M:

F> 6
S AL m= M, (20)

n=1
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M = 100 External Internal

Stresses Stresses 1
0.8
Solve Eq. (13) 0.6
—_—
0.4
0.2

Settling

FIG. 4. Simple schematics of how we characterize the stresses in an aggregate made of M = 100 cubes,
settling under gravity. The shape of the aggregate is shown in the leftmost image. The middle image depicts
the magnitude of all the external stresses found by solving Eq. (13), normalized by the largest external stress.
The rightmost image shows the magnitude of all the internal stresses found by solving Eq. (21), normalized by
the largest internal stress.

Here, f,f;‘l“ contains all six stresses acting on the faces of the mth cube of a given aggregate, whether
the faces are internal or external. Note that when a cube contains an external face, this sum will
involve the previously found external stress on that face ﬁm. We further assume that the stresses
found on two adjacent faces are equal to each other in magnitude but opposite in direction. Using
these assumptions, we build a linear system Cpin) = d for a vector containing all the internal
stresses, ¢, with a 3Nf(im) X 3Nf(im) matrix C and a column vector d, where Nf(im) is the total
number of internal faces in the aggregate. Then, we set up a constrained optimization problem [28],

minimize [|¢™|> subject to CH™ =d, (21)

to determine the internal stresses $(i“t). We note that the minimization (21) is required when the
constraints do not yield a unique set of internal stresses, as in the situation where four or more cubes
form a rectangular prism. In this scenario, the cubes all share more than one face and precisely
chosen internal stresses of any magnitude may cancel each other without affecting the total force on
any given cube.

To solve Eq. (21), we first define the Lagrangian function,

L@ ) = W) g0 + 7T (CP™ — d, (22)
where X is a column vector of Lagrange multipliers. Then we obtain the optimality conditions,
V0 2 = 2500 1 ET7 =,
V; & =C¢™ —d =0, (23)
whose solution gives the internal stresses, $ that satisfies Eq. (21). Once the stress vectors on
every internal face have been computed, we use their magnitude as a proxy for the likelihood that

an aggregate may break. A simple schematics of the overall computational procedure for a typical
aggregate made of 100 cubes settling under gravity is shown in Fig. 4.

E. Characterizing the distribution of the internal stresses

To quantify how the internal stresses distribute across an aggregate’s structure, we compute the
distance, R, between the internal faces of the aggregate and its center of mass, X.r,. Then, letting X,,
be the center of the mth cube in an aggregate made of M cubes, we define the maximum radius,

Rupax =L+ max [X, — Xemll, 24
m=1,...M

.....

and partition the aggregates into three regions, which we refer to as
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Inner Shell

Middle Shell

Outer Shell

FIG. 5. Schematics of how we characterize the shells in an aggregate made of M = 100 cubes, for [AA-
type (a) and CCA-type aggregates (b). The internal faces of the aggregates belonging to the inner, middle, and
outer shells are depicted in green, orange, and purple, respectively. All the external faces are made transparent
for visual clarity.

(1) Inner shell: R < 1R,

(2) Middle shell: $Rmax < R < 3Rpax,

(3) Outer shell: R > %Rmax.

While we have studied other possible subdivisions of the aggregates, we found that for the
typical sizes analyzed in this work, these three shells provide a good quantitative picture of the
distribution of the internal stresses. We provide a simple graphic of the shells for a typical aggregate
made of M = 100 cubes in Fig. 5. To characterize the distribution of internal stresses, we compute
histograms for the magnitude of internal stress within each shell.

To further gain insight on disaggregation modeling, we break the aggregate in two at the location
of the internal face where the maximum internal stress is found, as depicted in Fig. 6 for a typical
aggregate made of M = 100 cubes, settling under gravity. We label the subaggregate with the
smaller number of cubes with subscript 1, and the one with the greater number of cubes with

M, =42

1 . Largest Internal Stress

Break
Aggregate

FIG. 6. Schematics of our disaggregation routine. On the left, we show the distribution of the internal
stresses found by solving Eq. (21), and normalized by the largest internal stress (the location of which is
highlighted in red), in an aggregate made of M = 100 cubes, for the settling case. On the right, we show the
two subaggregates resulting from the breakup.
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subscript 2. For each subaggregate obtained, we compute the number of their constituting cubes,
to quantify the size and mass of the two subaggregates compared to the original aggregate.

III. RESULTS

We compare results obtained for the settling and shear cases for both IAA- and CCA-type
aggregates. For both the settling and shear cases, we compute the internal stresses for aggregates
made of a range of M cubes (M = 25, 50, 100, 150, 200), collecting 400 samples for each value
of M. For the shear case, to evaluate Eq. (19) using the midpoint rule, we discretize the square face §
using 10 points in each direction. Our main aim is to characterize the impact of aggregate structure
on the distribution of the internal stresses and understand how different external conditions affect
the rupture of aggregates. We report internal stresses rescaled by an appropriate reference stress
chosen for each case under study. For the settling case, the reference stress used is the ratio of the
force acting on the aggregate, its apparent weight (0,5, — 0)gMV/, to the area of the face of a cube,
(2L)?, which yields the rescaled stress

f?(im) _ f(inl)(zL)Z B f(inl)
U (page — )MV 2L(pagy — p)M

For the shear case, the reference stress is the viscous stress given by the product of the shear rate,
v, and the fluid viscosity, u, which yields

(25)

F(int) f(mt)
fshear - j’tﬂ .

We also report the relative mass distributions of aggregates after breakup, using the internal face
with maximal internal stress as a breakup location. We note that for both the settling and shear
cases there are rare instances (less than 5% of the total), in which the maximum internal stress is
found at faces where severing the bond does not result in breakup because of a looped structure or
adjacent connected faces. In such cases we do not collect any data. The results for the settling case
are presented in Sec. IIT A and those for the shear case are presented in Sec. III B.

(26)

A. Settling case

We begin by studying the settling case, corresponding to an aggregate denser than the ambient,
settling under gravity in a fluid at rest. In Fig. 7, we show the distribution of the magnitude of the
rescaled internal stresses ﬁ(e‘ft;) , see Eq. (25), in the three shells discussed in Sec. IIE, computed
using 400 samples of a single aggregate made of M = 200 cubes. In Figs. 7(a) and 7(b), we display
the distributions of internal stresses computed for IAA-type and CCA-type aggregates, respectively,
for the entire range of internal stresses. To look more closely at the distribution tails, we plot in
Figs. 7(c) and 7(d) these distributions on a log-log scale focusing only on stress values greater than
half the maximum internal stress found across samples for IAA-type and CCA-type aggregates,
respectively. For all shells and for both cases, we observe that the corresponding probability density
function decays monotonically, with small stresses occurring most frequently, and that the decay of
the tail is consistent with a power-law-like behavior. Furthermore, we find that approximately 98%
of the stresses have a magnitude smaller than half the maximum stress observed, leaving only rare
instances of high stress. In IAA-type aggregates, the inner shell has roughly 2% of stresses that lie
above this threshold, the middle shell has 1.5% of such stresses, and the outer shell less than 1%.
For CCA-type aggregates, the inner shell has 1.4% of large stresses, while the middle and outer
shells have, respectively, 2% and less than 1% of large stresses. We also see that for both types of
structures analyzed, the largest stresses always arise in the inner and middle shells. This indicates
that settling IAA- and CCA-type aggregates are more likely to experience stresses that can lead to
rupture away from the periphery of their structure rather than nears its edges.
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FIG. 7. Distribution of the magnitude of the rescaled internal stresses for the settling case, j(e'{ﬁ) see

Eq. (25), in the inner (green), middle (orange), and outer (purple) shells for IAA-type (a), (c) and CCA-type
aggregates (b), (d). In panels (a) and (b) we show the full range of inner stresses found in the three shells, while
in panels (c) and (d) we zoom in on the tail of the distribution and display it on a log-log scale only for the
range greater than half of the maximum internal stress for IAA-type and CCA-type aggregates, respectively.

We next analyze the relative masses of the two aggregates formed after rupture, compared to the
mass of the original aggregate. To do so, we use as a breakup location the face where the maximum
internal stress occurs. Figure 8 shows the relative mass distributions of the resulting subaggregates,
M /M and M, /M. For both IAA-type and CCA-type aggregates, the peaks of the M /M and M, /M
distributions are located far from 0.5 (corresponding to M, = M, = M/2). This implies that rupture
is likely to lead to subaggregates with significantly uneven masses. By comparing the distributions
of IAA-type and CCA-type aggregates, one can also see that CCA-type aggregates have a slightly
higher tendency of breaking into two aggregates with roughly equal masses, compared to [AA-type
aggregates, which appear to break more frequently into two aggregates with uneven masses.

The external force imposed in the settling case is the apparent weight of an aggregates, (0.s —
0)gMV . To verify whether the maximum internal stress, max || f (V| "also scales linearly with M
as the apparent weight, we look at the maximum magnitude of rescaled stress, max || ﬁgﬁ?”, for
various values of M; for the relation between £ and £ see Eq. (25). In Fig. 9, we display box

and whisker plots of max || f;(;?&) || for different values of M for IAA-type, Fig. 9(a), and CCA-type,
Fig. 9(b), aggregates. For both types, our results show that the maximum magnitude of rescaled

stress is independent of M. Consistent with our rescaling (25), this implies that the maximum
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FIG. 8. Distribution of the relative masses of post-rupture aggregates for IAA-type (a) and CCA-type
aggregates (b). Samples collected for aggregates with all reported M values were used. We display the
distribution of the ratio between the mass of the smaller of the two aggregates and the original, M, /M, in red
and that of the other ratio M, /M in blue. Results from aggregates that did not break up into two subaggregates

were discarded.

internal stress corresponds to a constant fraction of the apparent weight divided by the area of
a single square. We discuss in more detail the relationship between the maximum internal stress
found for the settling case and the apparent weight of aggregates in Sec. IV. The solid lines in the
figure represent the best constant fits to the data with the constant values of o« = 0.077 for IAA and

a = 0.073 for CCA.

B. Shear case

We now consider neutrally buoyant aggregates subject to no force or torque in a local shear,
which we use as a model of turbulent background flow. In Fig. 10 we show the distribution of

the magnitude of the rescaled internal stresses, f_}ﬁgz, see Eq. (26), in the three shells discussed in

Sec. I1 E, computed using 400 samples for IAA-type and CCA-type aggregates made of M = 200
cubes. In Figs. 10(a) and 10(b) we display the total range of stresses computed for IAA-type and

CCA-type aggregates, whereas in Figs. 10(c) and 10(d) we plot these distributions on a log - log

TAA CCA
014 : : ‘ 014 ‘ :
f + +
012) -~ . i @ o12f 1 = (b))
= LT i * = LT i T T
EB 01} 1 ! | 1 EB 01 ; | .
= | | R | | | |
= 0.0BB ] B Q =] [ A4
R H 8 el 0 O O O
g 006 | | ‘ ! | g o006 | : ‘
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FIG. 9. Box and whisker plots of the maximum magnitude of the rescaled internal stress, f ., , see

Eq. (25), for IAA-type aggregates (a) and CCA-type aggregates (b) for the settling case. The solid lines
represent the best constant fits to the data.
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FIG. 10. Distribution of the magnitude of rescaled internal stresses for the shear case, z(}::;)r, see Eq. (26),
in the inner (green), middle (orange), and outer (purple) shells for [AA-type (a), (c) and CCA-type aggregates
(b), (d). In panels (a) and (b) we show the full range of inner stresses found in the three shells, while in panels
(c) and (d) we zoom in on the tail of the distribution and display it on a log-log scale only for the range greater
than half of the maximum internal stress computed for IAA-type and CCA-type aggregates, respectively. Note
that the outer shell result is not shown in panel (c) because no stresses larger than half the maximum stress

were observed in the outer shell for [AA-type aggregates.

scale focusing only on the range greater than half the maximum internal stress found across samples
for IAA-type and CCA-type aggregates, respectively. As in the settling case, the overall trend
is similar for both types of structures, with smaller stresses being more frequent, and a greater
proportion of large stresses consistently lying in the inner shell rather than in the middle and outer
shells. For both types of aggregates, we also observe that the probability density functions of the
rescaled internal stresses decay monotonically. When we focus on stresses greater than half the
maximum internal stress, we observe that for [AA-type aggregates, the inner shell has 4% of such
stresses in contrast to the middle shell that exhibits less than 1% of such stresses, and to the outer
shell where no stress greater than half the maximum stress is present. In CCA-type aggregates, the
inner shell contains roughly 8% of stresses greater than half the maximum internal stress found
across samples, the middle shell 3%, while the outer shell has less than 1% of such stresses. We
also note that the stresses induced by a shear flow are much larger in CCA-type aggregates, with
the largest internal stress found across samples being almost a factor of two greater than in the
IAA case. While it could not be ascertained whether a power-law or exponential decay behavior is
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FIG. 11. Distribution of the relative masses of post-rupture aggregates for [AA-type (a) and CCA-type
aggregates (b). Samples collected for aggregates with all reported M values were used. We display the
distribution of the ratio between the mass of the smaller of the two aggregates and the original, M, /M, in red
and that of the other ratio M, /M in blue. Results from aggregates that did not break up into two subaggregates
were discarded.

observed in the middle and outer shells (partially due to the sparsity of the data), a power-law-like
decay behavior is observed in the inner shell.

The propensity of the largest stress caused by a shear flow to be located in the inner shell
is reflected in the relative masses found after rupture, as shown in Fig. 11. When breaking the
aggregate into two at the location of the maximum internal stress, we see that broken-up aggregates
are likely to have more evenly distributed masses (i.e., closer to half the initial aggregate mass) than
in the settling case (see Fig. 8), and that it is rarer for them to have completely uneven masses. We
also observe that CCA-type aggregates are more likely to split evenly than their IAA counterparts,
similarly to the trend observed in the settling case.

In Fig. 12, we show scatter plots of the maximum magnitude of the rescaled maximum internal

stress max || f:ﬁ:ﬁll versus the maximum radius Ry, see Eq. (24), in a log-log scale, and perform

RmM/L Rmax/L

FIG. 12. Scatter plots of the maximum magnitude of the rescaled internal stress, fs(}i:;)r, see Eq. (26) versus
the maximum radius R, see Eq. (24), for the case of a shear background flow. All sample points are shown on
a log-log scale. The number of cubes in aggregates spans from M = 25 to M = 200. The black lines represent
the best linear fits to the data.
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linear regression. We see that the maximum internal stress scales roughly quadratically with the
maximum radius, both for IAA-type and CCA-type aggregates, as shown by the black lines in
Figs. 12(a) and 12(b), the slopes of which are found to be 1.92 and 1.67, respectively. As could
be noticed in the distribution of all the internal stresses induced by a shear flow, see Fig. 10, we
observe that CCA-type aggregates experience much larger maximum internal stresses under shear
than IAA-type aggregates, which is consistent with CCA-type aggregates having a larger radius for
the same mass.

IV. DISCUSSION AND CONCLUSIONS

In this work, we implemented a boundary integral formulation of Stokes equations to characterize
stresses induced on fractal aggregates by an external force or background flow. We studied the
external and internal stresses in low-Reynolds-number marine aggregates that are either settling
under gravity in a fluid at rest or exposed to a laminar shear flow in the absence of forces. We
investigated the impact of these different conditions on the distribution of internal stresses in the
aggregates, quantified how the largest internal stresses scale with the mass and size of the aggregates,
and computed the relative mass distributions of post-ruptured aggregates.

When imposing an external force given by an aggregate’s apparent weight (settling case), we
found that the distribution of the resulting internal stresses was similar in both more compact (IAA)
and more wispy (CCA) aggregates. More specifically, for both types of aggregates, we observed a
monotonic decay in the probability density functions with distance from the center of mass of all
three shells. Furthermore, while small stresses were found to appear across all shells, large stresses
were found to be rare and to arise mostly in the inner and middle shells, rather than the outer shell.
This indicates that both IAA and CCA-type aggregates tend to experience large stresses away from
their periphery when settling under gravity. These results are in good qualitative agreement with the
findings of Gastaldi and Vanni [16] for aggregates made of spheres and settling under the effect of
a constant force in an unbounded fluid at rest. These authors found that, for a range of aggregate
types whose fractal dimensions are consistent with our IAA and CCA aggregates, large internal
stresses occur less frequently than smaller internal stresses, and that they systematically lie away
from the far edges of the aggregates. They provided a detailed distribution of stresses as a function
of distance from the center of mass that is broadly consistent with our results, although they reported
an exponential decay in the frequency of large stresses while our results seem to indicate a power-
law-like behavior. Though the slightly different modes of formation of the aggregates studied may
account for this discrepancy, conclusively distinguishing between those two tail decay behaviors
would likely require significantly more data than the 400 samples we collected as these events are,
by their very nature, rare. We also found that, for both types of aggregates, the maximum internal
stress scales as the ratio of an aggregate’s apparent weight to the area of the thinnest connection, in
this case a single square, with a proportionality constant o« & 0.075. In other words, for the settling
case, we obtained

(pagg — p)gMVv

max | [0 ~ @ =

27

When settling aggregates were allowed to break at the location of the maximum internal stress,
we found that the relative masses of the newly formed objects distribute in a fairly uneven manner,
and that aggregates of both types rarely break at the far edges of their structure. On average, [AA-
type aggregates break up in two aggregates whose relative masses are roughly 85% and 15% of the
original mass, while CCA-type aggregates break up in two aggregates whose relative masses are
roughly 80% and 20% of the original mass. This is consistent with the rarity of large stresses near
an aggregate’s edges for both IAA- and CCA-type aggregates. While the overall distribution of the
relative masses is similar in both types of aggregates, it is noteworthy that CCA-type aggregates
have a greater likelihood to break close to their center of mass, compared to IAA-type aggregates,
and thus would sometimes, albeit rarely, yield aggregates whose masses are roughly equal. This is
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also consistent with the mode of formation of CCA-type aggregates that allows roughly equal-sized
clusters to become connected by a thin bound, a feature absent in IAA-type aggregates clusters, see
Fig. 5.

In aggregates exposed to laminar shear in the absence of forces (shear case), we found that the
largest stresses are much more likely to be found close to the center of mass than near the edges,
with an even greater prevalence than in the settling case. The stress distribution was again found
to be qualitatively similar in IAA and CCA aggregates across shells, with large stresses being rare
overall, but more frequent away from the edges of the aggregates. When allowed to break at the
location of the maximum internal stress, we found that the relative masses of the newly formed
objects distributed more evenly than for settling aggregates. On average, IAA-type aggregates break
up into two aggregates whose relative masses are roughly 70% and 30% of the original mass, while
CCA-type aggregates break up into two aggregates whose relative masses are roughly 67% and 33%
of the original mass. Thus, like the settling case, CCA-type aggregates breakups are more likely to
result in aggregates of comparable masses.

We found that in the shear case the maximum internal stress scales almost quadratically with the
maximum radius of the aggregates. More specifically, from data fitting, we obtained

Z(int) . Rmax g
max || /)~ v ) (28)
where the exponent 8 was estimated to be 8 = 1.92 for IAA and 8 = 1.67 for CCA. We note that
any shear can be written as the sum of a rotation and a strain:

i) = 1o x ¥ + EX. (29)

In our case one can set @& = —J'/,]%, and E| » = E»| = y;/2 and all other entries of £ to zero. Using
Eq. (29) we thus recover the background flow ii™(¥) = [y;y, 0, 0]7. It was shown in Ref. [24] that
extensional flows cause a straining force that scales quadratically with the characteristic length
scale of fractal aggregates while torques scale as the length scale’s third power. Thus, our findings
indicate that the extensional contribution to the shear flow is what induces the internal stresses on the
aggregates, and suggest that solid objects exposed to a low-Reynolds-number rotational background
flow would simply rotate freely with the flow, without experiencing any additional internal stresses.
This finding is in good agreement with a recent experimental study on the disaggregation of marine
snow exposed to a laminar oscillatory shear flow [29], where extensional fragmentation of fractal
aggregates was also observed. The larger stresses experienced by CCA-type aggregates appear to
stem from the fact that these aggregates have a larger radius than IAA-type aggregates, which allows
for a greater impact of the extensional portion of the flow.

Our study provides useful insights on how to build a more accurate dynamical model of aggrega-
tion. For instance, when information on the internal stress distribution is needed to randomly sample
the location of rupture in a certain dynamical model, our findings indicate how internal stresses
should be distributed based on their distance to the center of mass of the aggregate. Traditionally,
dynamical models of aggregation follow a reversible-aggregation approach in which aggregates
break at a random location sampled with uniform probability [14]. To compare the latter approach
with our results, we computed the relative mass distribution of broken aggregates when aggregates
are allowed to break into two at any one of their internal faces, selected in turn. We note that, given
the structure of IAA- and CCA-type aggregates [24], there are many internal faces where severing a
bond does not result in breakup because of a looped structure or adjacent connected faces. Relative
to all possible bonds, these cases arise for approximately 40% of the internal faces in IAA-type
aggregates and roughly 33% in CCA-type aggregates. Discarding those faces, we find, as shown in
Fig. 13, a distribution of the relative masses significantly different from both the settling case (Fig. 8)
and the shear case (Fig. 11). In fact, the location of the peaks in the relative mass distributions
shown in Fig. 13 indicates that selecting the breakup location with uniform probability is more
likely to break the original aggregates very unevenly, with typically just a few cubes detaching
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FIG. 13. Relative mass distributions for IAA-type (a) and CCA-type aggregates (b) when every internal
face of an aggregate are chosen in turn as a breakup location for all aggregate samples used. We display the
distribution of the ratio between the mass of the smaller of the two aggregates and the original, M, /M, in red
and that of the other ratio M, /M in blue. Results from aggregates that did not break up into two subaggregates
were discarded.

from the original aggregate both for [AA-type and CCA-type aggregates. For [AA-type aggregates,
the post-breakup masses were approximately 4% and 96% of the original mass, and for CCA-type
aggregates, they were are approximately 10% and 90% of the original mass. Therefore, selecting the
breakup location from a uniform distribution gives far too much weight to peripheral locations, and
a more accurate distribution of stresses that accounts for the structure of the aggregates is essential
to the development of a physically relevant disaggregation model.

The results presented in this study show how internal stresses within low-Reynolds-number
fractal aggregates distribute based on distance to the center of mass and suggest how this information
can be directly used to build a dynamical model in which aggregates break at a location where they
are more likely to experience large stresses. For a given density difference, settling aggregates would
tend toward an equilibrium size below which they would grow by aggregation and above which the
stresses induced by their settling would cause them to break. In the presence of a background flow,
as often studied in experimental settings [7,9], properly accounting for the extensional component of
the flow is paramount to estimating the stresses acting on an aggregate. This is because our results
indicate that extension is dominant over the translational and rotational components of the flow
when it comes to inducing internal stresses. We expect that CCA-type objects would tend to break
into smaller aggregates that would then grow into structures that more closely resemble IAA-type
aggregates.

Ultimately, providing a well-justified disaggregation mechanism is an important step toward ob-
taining a more complete, and physically relevant model of aggregation that extends beyond the early
stages of formation. One potentially impactful feature that has yet to be properly characterized at low
Reynolds number is the interactions between aggregates as they approach each other. The extension
of our boundary-integral approach to include hydrodynamic interactions between aggregates could
further extend our understanding of aggregate dynamics. Another possible refinement to incorporate
into a more complete disaggregation routine would be to allow aggregates to break up where the
internal stresses exceed a predefined threshold, potentially at multiple locations [30]. Furthermore, a
realistic dynamic model of aggregation should also include the possibility of aggregates deforming
and restructuring, a feature whose importance has been investigated both experimentally [29] and
numerically [13]. In fact, deformation occurs in marine aggregates and is even more prevalent in
other types of aggregates, such as granular aggregates, which have a tendency to deform rather than
break [31]. Recently, Song et al. [29] studied the breakup of diatom and microplastics aggregates
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made in the laboratory and exposed to a shear flow. The authors found that aggregates exposed to
shear have a tendency to deform, and that deformation plays a significant role in the fragmentation
of aggregates, by weakening their bonds and lowering the shear rate necessary for breakup events
to occur. This indicates that deformed aggregates would be more likely to break up, and thus
incorporating deformation could greatly improve the accuracy of a dynamic aggregation model.
For instance, the external and internal stresses discussed in this work could be taken into account to
more accurately characterize not only aggregate growth and breakup but also the evolution of their
internal structure, by coupling them to a solid-deformation model that describes the response of a
flexible aggregate to external stresses.
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